ufitToyun Logon error Connection with the application object server could not be established

Logon error

Connection with the Application Object Server could not be

established.
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roubleshoot problems
Open Network and Sharing Center

AR NG e

A .
la8N open network and sharing center

:‘: Metwerk and Sharing Center

4~ &¥ » Control Panel » Network and Internet » Metwork and Sharing Center

View your basic network information and set up connections
Control Panel Home

View your active networks

Change adapter settings
Change advanced sharing rmutllocal Access type: Internet
settings Domain network Connections: I Ethernet

Change your networking settings
dk. Set up a new connection or netwerk

Set up a broadband, dial-up, or VPM cennection; or set up a rout point.

[==% Troubleshoot problems

Diagnose and repair netwerk problems, or get troubleshoeting in

2
o
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;F Metwork and Sharing Center

b ;: » Control Panel » MNetwork and Internet > MNetwork and Sharing Center

View your basic network information and set up connections
Control Panel Home

View your active networks

Change adapter settings
Change advanced sharing rmutllocal Access type: Internet
settings Domain network Connections: @ Ethernet

Change your networking settings U Ethernet Status

ﬁ- Set up a new connection or network
. Set up a broadband, dial-up, or VPN connection; or

General

Connection
IPv4 Connectivity: Internet
IPvE Connectivity: Mo network access
Media State: Enzbled
01:22:15
100.0 Mbps

@ Troubleshoot problems
Diagnose and repair network problems, or get troubl

Duration:

|
Sent — %P ——  Received

e

Bytes: 239,718,272 | 2,758,016,142

IQProperﬁes || GDisable || Diagnose |

d’l £ 1% a A .
azuntimuuulugy wae AanT Properties



88 Metwork and Sharing Center

4 i: » Control Panel » MNetwork and Internet > Metwork and Sharing Center

Control Panel Home

Change adapter settings

Change advanced sharing
settings

View your basic network information and set up connections

View your active networks

rmutllocal
Domain network

Access type:
Connections: [ Ethernet

Internet

@ Ethernet Status

General

Connection
IPv4 Connectivity:
IPvE Connectivity:
Media State:

Interne:
Mo network accesg
Enableg
Duration:

Speed:

Activity
Sent ——
Bytes: 239,726,553
|$Properties || QDisabIe || Diagnose |

o & o A, . .
ALLLIA AANYI internet protocol version 4 (tcp/ipv4)

U Ethernet Properties

Networking

Connect using:
I? Realtek PCle GBE Family Controller

This connection uses the following items:

&3 Cliert for Microsoft Networks A
g? File and Printer Sharing for Microsoft Networks
?VII‘{LIEmOX NDISE Bridged Networking Driver
4305 Packet Scheduler

8 Intemet Protocol Version 4 (TCP/IPv4)
O 2 Microsoft Network: Adapter Multiplexor Protocol
. Microsoft LLDP Protocol Driver v
< >

Description
Transmission Control Protocol/Intemet Protocol. The default

wide area network protocol that provides communication
across diverse interconnected networks.

Uninstall

oK || Canesl




58 Metwork and Sharing Center

L i: » Control Panel » Metwork and Internet » MNetwork and Sharing Center

Control Panel Home
Change adapter settings

Change advanced sharing
settings

v v
ANLUNIAINTUADL

View your basic network information and set up connections

Wiew your active networks

rmutllocal
Dormain network

Access type: Internet
Connections: [ Ethernet

@ Ethernet Status

General @ Ethernet Properties w
. ess point.
Connection —— MNetworking
IPv4 Connecti Connedt using:
IPv6 Connecti B
§ I? Realtek: PCle GBE Family Cortroller ;

Media State:

Duration: i .

Speed: Internet Protocol Version 4 (TCP/IPwd) Properties

peed: This con
Details... e General  Alternate Configuration
1= . . .
f? ‘You can get IP settings assigned automatically if your network supports
iz capability. Otherwise, you need to ask your network administrator
thi bility. Otherwi d to ask twork administrato
Activity {? for the appropriate IP settings.
-
O A (®) Obtain an IP address automatically
4 (7) Use the following IP address:
£
GPr 2= Default gateway:

() Obtain DNS server address automatically
(®) Use the following DS server addresses:

Preferred DNS server:

Alternate DNS server:

[Jvalidate settings upon exit

1. 1@8n Use the following dns server addresses

2. Annm3etas Preferrend DNS Server 10.0.1.248 mwg

3. AAN OK w&dudin ERP lamulnG



